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OMFED invite sealed offers from experienced civil contractor for the following works: 

The tender document can be downloaded from Omfed website 
(www.omfed.com) from 18/05/15 to 29/05/15. Last date for submission of tender paper 
is 29/05/15 up to 13.00 hours and the same shall be opened on 29/05/15 at 16:00 
hours. 

 

 

 

 

 

 

 

 

 

 

 

 

The Odisha State Cooperative Milk Producers’ Federation Ltd. 
D-2, SAHID NAGAR, BHUBANESWAR-751 007. 

Ph No- 2546030/2540273/2540417, Fax No (0674)2540974 

Sl 

no. 

Name of the work Location Estimate Value (in 

Rs) 

1. Dismantling of existing brick drain 

excavation and lying of Hume pipe line 

with chamber. 

Bhawanipatna Dairy 194776/- 

2. Lying of Hume pipe line with chamber. Anandapur, Salapada 

Dairy 

160053/- 

http://www.omfed.com/
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SCOPE OF WORK 

The bidder shall execute the assignment as per the Bill of Quantity mentioned in the 

document. 

Terms of Payment 

 90% after Completion. 

 10% after Three months from the date of completion subject to successful completion of 

work. 

 Penalty: @ 0.5% per week of order values for delayed completion on beyond the 

stipulated time frame. 

Completion period 

Three Months from the date of receipt of the Work Order. 

Documents to be submitted along with the offers  

   EMD @ 1% of the quoted value is shape of Bank draft in favor of OMFED, payable at 

Bhubaneswar. 

  Copy of the contract license. 

  Copy of the PAN Card/Vat. 

 Copy of the work order/ completion certificate on a proof of credential.  
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SECHDULED OF QUANTITY FOR EXCAVATION OF DRAINAGE LINE,LAYING OF HUME 
PIPE LINE WITH INSPECTION  CHAMBER, AT- SALAPADA DAIRY. 

Sl.No. Description of items Quantity Unit Rate Amount 

1 Excavation in all types of soil including morrum, hard 
soil, gravelly soil or slushy soil for foundation of wall, 

columns, plinth beams, basement, rail ducts, trenches, 
under ground sumps, septic tanks etc.  including 

shoring, strutting, bailing out water/pumping out water 
if required, refilling the trenches / foundation pits in 

layers of 150mm to 200mm, ramming, watering 

consolidating removing and stack-ing simultaneously 
the surplus excavated stuff as directed within the site 

area upto a lead of 100m and or spreading the same in 
layers for site development and consoli-dating as 

directed, including cost of labour tools and plants, 

taxes etc. complete as per direction of Engineer-In-
Charge.) From exiting ground level upto 1.5 M depth. 

127.800 cum     

2 Filling in plinth with selected excavated earth available 

within site (Lead not exceeding 100m) in layers of 
15cm to 20cm including watering, consolidating, 

ramming and compacting etc. complete as directed 
including cost of excavation, loading, unloading and 

transportation, T&P, complete as per direction of 

Engineer-in-charge. 

85.200 cum     

3 Filling selected excavated earth other than plinth, by 

mechanical / manual means for land development etc., 
to required level, within the site (Lead not exceeding 

300m) in layers of 15cm to 20cm including watering, 
consolidating, ramming and compacting etc. complete 

as directed including cost of excavation, loading, 

unloading and transportation, T&P, complete as per 
direction of Engineer-in-charge. 

42.600 cum     

4 Providing, supplying and filling approved local sand by 

mechanical / manual means for land development etc., 
in low land area, foundation, trenches, & plinth 

foundation areas, and foundation surrounding areas in 

layers of 150mm to 200mm including watering, 
ramming and consolidating, transportation, freight, 

loading, unloading, labour, T&P, taxes, octori, levies, 
royalties, spreading and compacting etc. complete as 

per direction of Engineer-in-charge. 

6.640 cum     
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5 Providing, supplying & laying in position machine 

mixed plain cement concrete in volumetric proportion 
(1:3:6) of any thickness for  volumetric proportion 1: 

3: 6  (1cement: 3 coarse sand: 6 HG stone crusher 
broken stone aggregates of size 37mm and down) in 

required thickness, for foundations, below walls, hard 

park, column footings, sunk floor, terraces, rafts, roads 
at any height above plinth level, at any depth below 

floors, plinth protection, etc. including centering and 
shuttering, if required, laying, spreading, ramming, 

consolidating, as per requirement and curing etc. 
including cost of all materials, transportation, loading, 

unloading, labour, T&P, taxes, duties, levies, octori, 

royalties etc. complete as per direction of Engineer- in-
charge. 

6.640 cum     

6 Providing, supplying and laying hume pipe of approved 

first quality(NP-3) including all necessary fittings etc. 
including cost of all materials, transportation, loading, 

unloading labour T&P, taxes duties levies, octroi, 
royalties etc.  completed as per direction of Engineer-

in-charge.  

70.000 Rmt     

7 Providing supplying and applying re-inforced concrete 

pipe suitable for collars joint, class NP-3 conforming to 

I.S No 458/2003 with amendment No 1 etc.including 
cost of all materials, transportation, lift, loading, 

unloading, curing, labour, tools and plants, taxes, 
duties, levies, octroi, royalties etc. complete as per 

direction of Engineer – In-Charge . 

35.000 pics     

8 Providing, supplying & laying in position machine 

mixed and machine vibrated cement concrete of 
controlled grades of specified volumetric proportions, 

for reinforcement cement concrete structural elements, 
viz. foundation, columns, beams, slabs, precast slab, 

raft, floor, plinth beam, window sills, coping, walls, 
parapet, drops, fins, boxes, gutters, folded plates, 

chajhas, overhead and under ground water tanks, 

culverts etc. at different levels in any shape as per 
structural design and as directed in specified 

compressive strength expressed in N/sqmm at 28 days 
as per I.S: 456-1978 using 20mm and down size of 

hard crusher broken black granite aggregates, 

necessary lift and lead finishing concrete surfaces, and 
for    volumetric proportion 1:1 1/2: 3    (1 cement : 1 

1/2 : coarse sand: 3 HG stone aggregates of size 
20mm ) and down concrete in ground and plinth etc. 

excluding cost of centering and shuttering / centering  

& reinforcement and including cost of all material but 
excluding cost of reinforcement and including cost of 

curing,  transportation, loading, unloading, of all 
materials and labour, T&P, taxes, duties, levies, octori, 

royalties etc. complete as per direction of Engineer –
In-Charge. 

2.820 Cum     
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9 Providing, supplying and constructing brick masonry in 

CM 1:6 (1 cement: 6 coarse sand) in foundation and 
upto plinth level with 1st class quality approved KB 

bricks having minimum crushing strength 70kg/sqcm 
including soaking the bricks in water vat for 

24hoursbefore use in foundation at all levels below and 

upto highest plinth level, all necessary scaffolding, 
racking out the joints, including cost of all materials, 

transportation, curing, loading, unloading, labour, T&P 
taxes, duties, levies, octroi royalties etc. complete as 

per direction of Engineer in-charge. 

12.500 CUM     

10 Providing, fabricating and fixing in position steel 

reinforcement for RCC structural elements, viz. 
foundation, columns, beams, slabs, precast slab, raft, 

floor, plinth beam, window sills, coping, walls, parapet, 
drops, fins, boxes, gutters, folded plates, chajhas, 

mullions, overhead and under ground water tanks, 

road pavement, kerbs, culverts, etc. at different levels 
in any shape as per structural design and drawing and 

as directed and specified, as per design at all levels 
including lift and loading, unloading  & transporting 

steel within site premises from departmental store  to 
the work site, unloading and incidental charges for 

handling, cutting, bending and binding at all height 

and floor with 16 gauge GI wire (to be supplied by the 
contractor at his own cost), welding if necessary etc., 

labour, T&P complete as per direction of Engineer-in-
charge. Pre-measurement will be made on the length 

basis and converted into weight by using standard IS 

co-efficient with Tor steel bars 

1.050 Qtl     

11 Providing, supplying and applying 20 mm thick cement 

plaster with punning in line and level, at all heights 
above and below plinth level with cement motar 1:4        

(1 cement: 4 sand) to walls, beams, ceiling, stair, 

column, pardis, bends, moulds, pattas, grooves, etc. 
including scaffolding, curing, finishing smooth (the 

plaster surface shall be troweled till the surface shows 
cement paste), and chipping the concrete at all levels 

including cost of all materials, transportation, lift, 

loading, unloading, curing, labour, tools and plants, 
taxes, duties, levies, octroi, royalties etc. complete as 

per direction of Engineer – In-Charge. 

50.00 Sqm     

 

TOTAL           = 

In Words. 
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SCHEDULED OF QUANTITY FOR DISMANTALING OF EXISTING BRICK DRAIN , EXCAVATION & 
LAYING OF HUME PIPE LINE WITH CHAMBER, AT- BHAWANIPATNA DAIRY. 

Sl.No. Description of items Quantity Unit Rate Amount 

1 Dismantling brick masonry walls and partitions of any 
thickness and at all heights plastered or unplastered 
as per instruction including providing & fixing 
necessary prop supports, finishing the broken surface 
to match with the surrounding / removing and stacking 
the debris as directed within site upto a lead of 100m 
cutting the reinforcement if any, etc. including labour, 
T&P scaffolding taxes and duties etc. complete as per 
direction of Engineer-in-charge. 

30.000 Cum     

2 Dismantling the RCC beams, slabs, lintels, columns, 
pardis, walls, platform etc. of any thickness & at all 
height providing & fixing necessary prop with chisels, 
hammer etc. including finishing the broken surface to 
match with the surrounding, supports, removing and 
stacking the debris as directed within site upto a lead 
of 100m, including cutting the reinforcement if any, 
etc. including labour, T&P scaffolding taxes and duties 
etc. complete as per direction of Engineer-in-charge. 

5.400 Cum     

3 Excavation in all types of soil including morrum, hard 
soil, gravelly soil or slushy soil for foundation of wall, 
columns, plinth beams, basement, rail ducts, trenches, 
under ground sumps, septic tanks etc.  including 
shoring, strutting, bailing out water/pumping out water 
if required, refilling the trenches / foundation pits in 
layers of 150mm to 200mm, ramming, watering 
consolidating removing and stack-ing simultaneously 
the surplus excavated stuff as directed within the site 
area upto a lead of 100m and or spreading the same 
in layers for site development and consoli-dating as 
directed, including cost of labour tools and plants, 
taxes etc. complete as per direction of Engineer-In-
Charge.) From exiting ground level upto 1.5 M depth. 

145.620 cum     

4 Filling in plinth with selected excavated earth available 
within site (Lead not exceeding 100m) in layers of 
15cm to 20cm including watering, consolidating, 
ramming and compacting etc. complete as directed 
including cost of excavation, loading, unloading and 
transportation, T&P, complete as per direction of 
Engineer-in-charge. 

97.080 cum     
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5 Filling selected excavated earth other than plinth, by 
mechanical / manual means for land development 
etc., to required level, within the site (Lead not 
exceeding 300m) in layers of 15cm to 20cm including 
watering, consolidating, ramming and compacting etc. 
complete as directed including cost of excavation, 
loading, unloading and transportation, T&P, complete 
as per direction of Engineer-in-charge. 

48.540 cum     

6 Providing, supplying and filling approved local sand by 
mechanical / manual means for land development 
etc., in low land area, foundation, trenches, & plinth 
foundation areas, and foundation surrounding areas in 
layers of 150mm to 200mm including watering, 
ramming and consolidating, transportation, freight, 
loading, unloading, labour, T&P, taxes, octori, levies, 
royalties, spreading and compacting etc. complete as 
per direction of Engineer-in-charge. 

9.100 cum     

7 Providing, supplying & laying in position machine 
mixed plain cement concrete in volumetric proportion 
(1:3:6) of any thickness for  volumetric proportion 1: 3: 
6  (1cement: 3 coarse sand: 6 HG stone crusher 
broken stone aggregates of size 37mm and down) in 
required thickness, for foundations, below walls, hard 
park, column footings, sunk floor, terraces, rafts, roads 
at any height above plinth level, at any depth below 
floors, plinth protection, etc. including centering and 
shuttering, if required, laying, spreading, ramming, 
consolidating, as per requirement and curing etc. 
including cost of all materials, transportation, loading, 
unloading, labour, T&P, taxes, duties, levies, octori, 
royalties etc. complete as per direction of Engineer- in-
charge. 

9.100 cum     

8 Providing, Supplying & laying in position shifting of 
hume pipe and laying in position at uniform level . 
including cost of all materials, transportation, loading, 
unloading, labour, T&P, taxes, duties, levies, octori, 
royalties etc. complete as per direction of Engineer- in-
charge. 

40.000 Pics     

9 Providing supplying and applying re-inforced concrete 
pipe suitable for collars joint, class NP-2 conforming to 
I.S No 458/2003 with amendment No 1 etc.including 
cost of all materials, transportation, lift, loading, 
unloading, curing, labour, tools and plants, taxes, 
duties, levies, octroi, royalties etc. complete as per 
direction of Engineer – In-Charge . 

40.000 per each     
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10 Providing, supplying & laying in position machine 
mixed and machine vibrated cement concrete of 
controlled grades of specified volumetric proportions, 
for reinforcement cement concrete structural 
elements, viz. foundation, columns, beams, slabs, 
precast slab, raft, floor, plinth beam, window sills, 
coping, walls, parapet, drops, fins, boxes, gutters, 
folded plates, chajhas, overhead and under ground 
water tanks, culverts etc. at different levels in any 
shape as per structural design and as directed in 
specified compressive strength expressed in N/sqmm 
at 28 days as per I.S: 456-1978 using 20mm and 
down size of hard crusher broken black granite 
aggregates, necessary lift and lead finishing concrete 
surfaces, and for    volumetric proportion 1:1 1/2: 3    
(1 cement : 1 1/2 : coarse sand: 3 HG stone 
aggregates of size 20mm ) and down concrete in 
ground and plinth etc. excluding cost of centering and 
shuttering / centering  & reinforcement and including 
cost of all material but excluding cost of reinforcement 
and including cost of curing,  transportation, loading, 
unloading, of all materials and labour, T&P, taxes, 
duties, levies, octori, royalties etc. complete as per 
direction of Engineer –In-Charge. 

4.220 Cum     

11 Providing, supplying and constructing brick masonry in 
CM 1:6 (1 cement: 6 coarse sand) in foundation and 
upto plinth level with 1st class quality approved KB 
bricks having minimum crushing strength 70kg/sqcm 
including soaking the bricks in water vat for 
24hoursbefore use in foundation at all levels below 
and upto highest plinth level, all necessary scaffolding, 
racking out the joints, including cost of all materials, 
transportation, curing, loading, unloading, labour, T&P 
taxes, duties, levies, octroi royalties etc. complete as 
per direction of Engineer in-charge. 

18.750 Cum     

12 Providing, fabricating and fixing in position steel 
reinforcement for RCC structural elements, viz. 
foundation, columns, beams, slabs, precast slab, raft, 
floor, plinth beam, window sills, coping, walls, parapet, 
drops, fins, boxes, gutters, folded plates, chajhas, 
mullions, overhead and under ground water tanks, 
road pavement, kerbs, culverts, etc. at different levels 
in any shape as per structural design and drawing and 
as directed and specified, as per design at all levels 
including lift and loading, unloading  & transporting 
steel within site premises from departmental store  to 
the work site, unloading and incidental charges for 
handling, cutting, bending and binding at all height and 
floor with 16 gauge GI wire (to be supplied by the 
contractor at his own cost), welding if necessary etc., 
labour, T&P complete as per direction of Engineer-in-
charge. Pre-measurement will be made on the length 
basis and converted into weight by using standard IS 
co-efficient with Tor steel bars 

1.580 Qtl     
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TOTAL        = 

In words. 

 

 

 

Signature, full name and designation 

Date             : 
 

of Authorized Signatory 
with stamp. 

Place            : 
    FAX No         : 
    Land line No:  
    Cell No         :   
     

  

13 Providing, supplying and applying 20 mm thick cement 
plaster in line and level, at all heights above and below 
plinth level with cement motar 1:4        (1 cement: 4 
sand) to walls, beams, ceiling, stair, column, pardis, 
bends, moulds, pattas, grooves, etc. including 
scaffolding, curing, finishing smooth (the plaster 
surface shall be troweled till the surface shows cement 
paste), and chipping the concrete at all levels 
including cost of all materials, transportation, lift, 
loading, unloading, curing, labour, tools and plants, 
taxes, duties, levies, octroi, royalties etc. complete as 
per direction of Engineer – In-Charge  

75.000 Sqm     


